
EP

LP

LP

TL

RS

TL

RS

TL

EV EVEV
EV

APX

APX

EV

EV

EV

EV

APX

APX

APXEV

EV

EV

EV

EV

TL

TL

LP

EP

EP

EV

TL

EV

EV

BD

BD

RS

RS

TACTILE

TA
CTIL

E

TACTILE

BD BD

RS

LPLP

LP

RS

GRASS

EV

APX

APX

APX

EV

EV

EV

EV

APX

APX

APX

APX

EV

EV

EV

APX

APX

APX

APX

APX

EV

BD

CONC

RS

Pillar

Pillar

Pillar

PillarPillarPillar

Pillar

Building

Building

Building

IC

IC
W

all

Gate
Wall

Gate

Wall

Pillar

Pillar

Pillar

TOW
TOW

TOW

TOW

TOW

TOW

TOW

TOW TOW
TOW

MH

IC

IC

EBOX

EBOX

Flowerbed

IC

IC

Gate

Wall

W
al

l

Wall

Gate

Gate

W
al

l

Flowerbed

Kerb Bottom

Kerb Top

IC

IC

IC

Wall

Kerb Bottom
Kerb Top

Kerb Top
Kerb Bottom

FootpathFootpath

IC
IC

MH

Building

Bu
ild

in
g

Bu
ild

in
g

Bu
ild

in
g

B
ui

ld
in

g

TOW

TOW

TOW TOW
TOW

Building

Buil
ding

Building

Buil
ding

Building

Footpath

99.10 99.07101.39
101.38

103.78

103.77

100.95

100.98

100.54

100.53

103.29

102.82

102.79100.13

100.05

100.06

100.08

97.72

99.31

99.98

100.05

99.20

101.15

101.15

100.39

98.57

99.26

98.54

97.58

99.46

102.07

103.29

103.31

100.45

99.75

99.75

102.21

102.21

102.20

102.18

97.66

97.60

95.60

95.64

95.69

96.3696.3896.38

95.14 95.12

95
.1

2

95.12

96.97

95.10

94.89

95.98

CL 94.77

CL 94.92

94.81

94.83

94.92

94.84

95
.1

4

95
.2

2

95
.1

8

95
.1

0

95.26

95.76

95.88

95
.2

6

95.60

97.34

97.37

97.74

97.77

97.45

96.97

96.57

96.44

96.34

96.21

96.18

96.29

96.15

96.11 96.09

96.13
96.06

94.92

94
.8

7

94.74

94
.7

9

CL 94.78

94
.7

2

94.70

94
.7

0

94
.7

5

94.76

94
.7

2

94.93

94.99
95.04

95.13

95.23
95.15

95.21

95.32

95.52

95.54

95.68

95.79

95.85

95.95

96.05

96.13
96.17

96.2196.2796.37
96.61

94.89

94.95
95.00

95.06

95.23
95.22

95.24

95.43

95.64

95.55

95.69

95.81

95.98

96.06

96.07

96.14
96.25

96.3396.38
96.41

96.66

94.96

CL 95.99

CL 96.35

96.59 96.42

96.21

96.01

95.87

95.75

95.51

95.31

95.79

95.23

95.15

95.09

95.06
CL 95.08

CL 94.97

95.58

95.63

95
.8

0
95

.9
4

95.98

96
.0

2

96.11
95.98

96
.0

2

96.11

96.30 96.20
96.36

96.30 96.2096.3796.3896.38
96.48

96.3896.48

96
.9

2

96
.8

3

96.70

96
.9

2

96.68

96
.8

3

95.71

95.59

95.47

95.27

95.10

95.04

95.04

95.15

95.08

95.03

94.99

94
.8

7

94
.8

0

94
.7

0

94
.6

5

94
.64

94
.61

95.85

94
.56

95.78

95.70

95.57

95.38

95.21

95.13

95.10

95.21

95.14

95.07

95.05

94
.8

8

94
.8

1

94
.7

3

94
.7

3

94
.70

94
.68

95.96

94
.65

95.28

95.14

95.53

95.08

94.81
94.83

94
.7

8

94
.6

8

94
.6

3

94
.5

9

94
.5

3

94.70

94
.5

0

94.88
94.93

94
.8

4

94
.7

1

94
.6

6

94
.6

3

94
.5

9

94.78

94
.5

5

CL 94.78

94.78

94.8094.80 94.77

94.78

94.83

95
.0

4

95.06

94.97

95
.0

2

94.83

94.91

95.09

95
.0

9

95
.2

1

95.21

CL 
95

.2
1

95.16

95
.1

8

95.15

95
.1

6

CL 94.84

96.24
96.3696.48

96.11

96.77 96.63

97.04

97.07
97.18 97.07
97.18

95.99
96.1296.35

96.93 96.10
96.2396.46

97.03

97.06

97.09 97.06

97.12
96.7997.05

97.02 96.95

97.10
96.72

96.87
97.00

97.12
97.12

97.12

97.07 96.7097.10

CL 97.00
CL 97.07

CL 97.08

97.78

97.78

97.63 97.40
97.36

95.83

95.83

95.85

96.85

97.30

96.77

94.75

94.7894.83

94.69

94.84

94.69

94.70

94
.7494

.90 94
.90

94
.80

94
.77

Pillar95.94

MH
CL 95.06

GY95.10

GY95.00

TACTILE

GY94.78

GY
94.56 GY

94.51

95
.0

95
.5

0

96
.00

96
.5

0

97
.0

0

97.00
12

00

48
002400

1200

1200

1

2

7

8

9

Garden

Garden
54.07m2

Private Courtyard

Private
Courtyard

Private
Courtyard

Garden

Garden

GardenSoft
Landscape

2 Storey 1Bed
Apartments

2 Storey 1Bed
Apartments

2 Storey 1Bed
Apartments

2 Storey
2Bed House

2 Storey
2Bed House

2 Storey
2Bed House

Adjacent
House

Garden
41.78m2

Garden
60.60m2

ho
us

es
 p

ro
po

se
d 

ffl 
94

.9
5 

 proposed ffl 95.950

proposed ffl 96.175 

 apartments 

 proposed ffl 95.725 

 apartments 

 apartments 

sv

PROPOSED SURFACEWATER 

ATTENUATION SPACE 3MX13M

EXIS
TI

NG 15
0m

m Ø
 F

OUL S
EW

ER

NEW CONNECTION TO
EXISTING FOUL SEWER
CL 94.650
IL   94.050 TBC

FS
04

EXIS
TI

NG 15
0m

m Ø
 F

OUL S
EW

ER

FOUL SEWER MH
CL 95.520
IL   94.650

FS
03

FS
02

FS
01

FOUL SEWER MH
CL 95.520
IL   95.150

FOUL SEWER MH
CL 95.520
IL   94.830

SW
04

G

G

G

NEW CONNECTION TO
EXISTING STORM SEWER

EXIS
TI

NG S
URFA

CE W
ATE

R S
EW

ER T
BC

SW
05

SW
02

SW
01

SW
03

EXIS
TI

NG S
URFA

CE W
ATE

R S
EW

ER T
BC

OUTFLOW MANHOLE
WITH FLOW RESTRICTOR

G

General  Notes :
1. No part of this document may be re-produced or transmitted in any 
form or stored in any retrieval system without the written permission of the
Consulting Engineer, David Kelly Partnership, as copyright holder except as
agreed for use on the project for which the document was originally issued.
2. The contractor is responsible for checking all levels and dimensions on
site and shall refer all discrepancies to the Engineer.
3. Only drawings issued for CONSTRUCTION shall be used for
construction purposes.
4. Work to figured dimensions only. Do not scale print.
5. Check size of drawing sheet against dimension marks at bottom left
hand corner of sheet.

Scale :Purpose of Issue :

Project No. : Drawing No. : Issue No. :

PART 8 PLANNING

21049 102 P1

Title :

Project :
TIPPERARY COUNTY COUNCIL
RESIDENTIAL DEVELOPMENT AT
GROVE STREET, ROSCREA, CO. TIPPERARY

ARCHITECT: C.J.FALCONER & ASSOCIATES

PROPOSED DRAINAGE LAYOUT

Rev : Note :

Date : Drawn : Approved :

Rev : Note :

Date : Drawn : Approved :

1:200

SHEET SIZE : A1
50mm 100mm0mm

20 OCT. '21 DOS
P1

DAVIDKELLY
PARTNERSHIP
CHARTERED ENGINEERS

Nelson House, Emmet Place,
Youghal, Co. Cork.
t. +353 (0)24 92412
e. info@dkp.ie  www.dkp.ie

10 Ormonde Street,
Kilkenny.
t. +353 (0)56 7801260

SITE BOUNDARY OUTLINED IN RED

FOUL DRAINAGE NOTE:

FOUL WATER DRAINAGE INSTALLATION
INCLUDING INDIVIDUAL HOUSE CONNECTIONS
TO BE DESIGNED AND INSTALLED TO COMPLY
WITH IRISH WATER CODE OF PRACTICE AND
IRISH WATER STANDARD DETAILS.

FOUL WATER SEWER TO BE 150mm Ø uPVC
SN8

INDIVIDUAL FOUL WATER HOUSE
CONNECTIONS TO BE 100mm Ø uPVC PIPE

HYDRAULIC DESIGN TO COMPLY WITH
CLAUSE 3.6 OF IW-CDS-5030-03, AND IN
PARTICULAR CL. 3.6.5 & 3.6.6

HYDROBRAKE VORTEX FLOW CONTROL WITH
MAX OUTFLOW TO LOCAL AUTHORITY
REQUIREMENTS

LEAN MIX CONCRETE PROTECTION SLABS TO
BE PROVIDED TO SEWERS WITH COVER LESS
THAN 1.2m UNDER ROADS.

STORM WATER DRAINAGE NOTE:

STORM WATER ATTENUATION TANK TO BE
INSTALLED TO MANUFACTURERS GUIDELINES

INDIVIDUAL STORM WATER HOUSE
CONNECTIONS TO BE 100mm Ø uPVC PIPE

STORM WATER GULLY CONNECTIONS TO BE
150mm Ø uPVC PIPE

STORM WATER SEWER PIPE TO BE 225mm
uPVC PIPE

ALL SEWER PIPES TO BE uPVC COMPLY WITH
IS EN1401 2009/2012 "UD" STIFFNESS CLASS
8kN/m²

PROPOSED 225mm Ø PVC
STORMWATER DRAIN

P.C. ROAD GULLEY

PROPOSED 150mm Ø PVC
FOUL SEWER

LEGEND:

FOUL SEWER

MANHOLE NUMBER COVER
LEVEL

INVERT
LEVEL

FS 01 95.520 95.150

FS 02 95.520 94.830

FS 03 95.520 94.650

FS 04 94.650 94.050 TBC

ISSUED FOR PART 8 PLANNING APPLIC.
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SITE BOUNDARY OUTLINED IN RED

LEGEND

FIRE HYDRANT TO EN 14339 WITH OUTLET COMPLYING WITH
BS 750 AND TO IRISH WATER REQUIREMENTS
( OUTLET NOT MORE THAN 300mm BELOW COVER LEVEL )

WASH OUT HYDRANT

AIR VALVE

SLUICE VALVE

THRUST BLOCK

SV

AV

WATERMAIN TO BE LOCATED PRIMARILY UNDER ROADS,
IN 150mm GRIT SURROUND WITH MINIMUM 1400mm COVER

PROVIDE CONCRETE ANCHOR BLOCKS TO ALL FITTINGS,
INCLUDING BOTH SIDES OF SLUICE VALVES AND AT ALL BENDS

ALL FITTINGS TO BE MARKED WITH INDICATOR PLATES TO BS.3251

WATERMAIN TO BE 100mm Ø NOMINAL BORE HDPE PE80 SDR-11
WITH 25mm HDPE PE80 SDR-11 SERVICE CONNECTIONS TO EACH
DWELLING WITH BOUNDARY BOX AS PER STD-W-03 OF IRISH WATER
REQUIREMENTS
SERVICE PIPE DIAMETER INCREASED TO 32MMFOR HOUSE
CONNECTIONS IN EXCESS OF 15METRES IN LENGTH

NOTE:

WATERMAIN INSTALLATIONS INCLUDING INDIVIDUAL
HOUSE CONNECTIONS TO BE DESIGNED AND
INSTALLED TO COMPLY WITH IRISH WATER
CODE OF PRACTICE AND STANDARD DETAILS.

ALL WATERMAIN PIPES BLUE IN COLOUR SHALL BE
MDPE (PE-80) SDR-11 RATING
NOM.DIAMETER 110MM

INDIVIDUAL UNIT SERVICE PIPES SHALL BE PE-80 SDR11
25MM O.D. WITH BOUNDARY BOX AS PER STD-W-03 TO
IRISH WATER REQUIREMENTS
CONNECTIONS IN EXCESS OF 15METRES TO BE 32MM O.D.
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DRAINAGE DETAILS
SHEET 1/2

MINIMUM MANHOLE DIAMETERS

DIAMETER OF LARGEST PIPE IN
MANHOLE (mm)

INTERNAL DIAMETER OF
MANHOLE (mm)

LESS THAN 375 1200

375 TO 450 1350

500 TO 750 1500

NOTE:

ALL WORKS TO BE TO IRISH WATER
SPECIFICATION AND STANDARD DETAILS
AND AGREED IN ADVANCE OF WORKS

ROCKER PIPE LENGTH

PIPE DIAMETER (mm) ROCKER PIPE LENGTH (mm)

150 - 600 600

GREATER THAN 600 TO 750 1000

GREATER THAN 750 1250

REFER TO TABLE FOR
PRE-CAST RING DIAMETER

MIN.600

67
5

22
5

M
IN

.

22
5

M
IN

.5
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M
A

X
. 3

00

SECTION A-A

PLAN

M
IN

. 3
25

REFER TO TABLE FOR
PC RING DIAMETER

MAX. 600 MAX. 600

150 MIN.

30
0 

C
/C

COVER TO BE SET AS PER
MANUFACTURERS
SPECIFICATIONS

675mm MAX. TO FIRST STEP

MANHOLE COVER AND FRAME SHALL
COMPLY TO IS EN 124 AND BS 7903 ( ALL
CLASS D400 COVERS SHALL HAVE MIN.
FRAME DEPTH 150mm) MIN.OPE 600 x 600mm)

1 NO. COURSE MIN.
3 NO. COURSE MAX OF CLASS B
ENGINEERING BRICKS SET IN C50/60 MORTAR

MANHOLE STEPS TO COMPLY WITH IS EN 13101,
TYPE D, CLASS 1, GALVANISED MILD STEEL &
PLASTIC ENCAPSULATED STEPS ARE REQUIRED
IN MANHOLES UP TO A DEPTH OF 2.5m. MANHOLE
LADDERS ARE REQUIRED FOR MANHOLES WITH A
DEPTH IN EXCESS OF 2.5m & ARE TO COMPLY
WITH IS EN 14396 & WITH BS 4211

ELASTOMERIC JOINT SEAL TO IS EN 681

1:3 CEMENT:SAND MORTAR WITH STEEL TROWEL
FINISH AT A 1:30 SLOPE TOWARDS THE CHANNEL

PRECAST CONCRETE MANHOLE RINGS TO IS 420
IN CONJUNCTION WITH IS EN 1917:2004

BOTTOM PRECAST SECTION TO BE BUILT INTO
BASE CONCRETE MINIMUM 75mm

DISTANCE BETWEEN TOP OF PIPE & UNDERSIDE OF
PRECAST SECTION TO BE MIN. 50mm TO MAX. 300mm

FIRST RING SUNK INTO IN-SITU CONCRETE BASE

REINFORCED CONCRETE BASE GRADE C30/37

INVERT SHOULD BE FORMED WITH CAST IN-SITU
CONCRETE C25/30mm AGGREGATE FINISHED
WITH 1:3 CEMENT:SAND MORTAR
TO BARREL OF PIPE
75mm GRADE C12/15 BLINDING CONCRETE

FLEXIBLE JOINT

ROCKER PIPE, ON FOUL SEWER ONLY
(FOR LENGTH, SEE TABLE BELOW)

MINIMUM WIDTH OF BENCHING FOR
LANDING AREA TO BE 500mm

FLEXIBLE JOINT

PIPE JOINT WITH CHANNEL TO BE LOCATED
MINIMUM 100mm INSIDE FACE OF MANHOLE

PRE-CAST CONCRETE MANHOLE
(IRISH WATER REF. STD-WW-10)

MIN.600

67
5

22
5

M
IN

150 TO CL OF
STRINGER

COVER TO BE SET AS PER
MANUFACTURERS
SPECIFICATIONS

675mm MAX. TO FIRST STEP

MANHOLE COVER AND FRAME SHALL
COMPLY TO IS EN 124 AND BS 7903 ( ALL
CLASS D400 COVERS SHALL HAVE MIN.
FRAME DEPTH 150mm) MIN.OPE 600 x 600mm)

1 NO. COURSE MIN.
3 NO. COURSE MAX OF CLASS B
ENGINEERING BRICKS SET IN C50/60 MORTAR

COVER SLAB

1200mm SHAFT Ø

900mm MIN CLEAR
ACCESS BEHIND LADDER

20
00

m
m

 M
IN

.

PCC REDUCING SLAB

LADDERS IN MANHOLES TO COMPLY WITH
IS EN 14396

MANHOLE DETAIL >3m + <6m
GROUND TO SOFFIT DEPTH
(NOTE: ON MANHOLES <1.5m Ø, REDUCING SLAB NOT TO
BE USED + PCC RINGS TO CONTINUE UP TO COVER SLAB)

ROCKER PIPE, ON FOUL SEWER ONLY
(FOR LENGTH, SEE TABLE BELOW)

MANHOLE STEPS

125
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CAST  IRON  GRATING  COVER
LOCKABLE  TYPE

TO  B.S.  497  GRADE  E + 1S 261

PRECAST  CONCRETE  ROAD  GULLY
TO  B.S.  5911 : PART 200,
WITH  STOPPER  AND  CHAIN,
750 mm  DEEP,  Ø 450 mm WITH MIN.
GRIT SUMP OF 0.033m³.

ROAD CONSTRUCTION

150mm  BED & SURROUND
OF GRANULAR MATERIAL.

CORRUGATED RISER
SHAFT. (CUT TO LENGTH).

LIGHT CAST  IRON COVER TO IS 261

uPVC ACCESS
JUNCTION TO
I.S. 424 : 1990

FLOW FLOW

FLOW
FLOW

HYDRO-BRAKE®
INSTALLED ACCORDING TO
MANUFACTURERS SPECIFICATION

ACCESS TO BE POSITIONED
ABOVE HYDRO-BRAKE

BUILT IN STEP IRONS TO
COMPLY WITH B.S. 1247, PART 1

SILT TRAP

SILT TRAP

PATENT VOID FORMER STORM WATER
ATTENUATION SYSTEM WITH VOLUME AS PER
DRAINAGE LAYOUT
INSTALLED TO MANUFACTURERS INSTRUCTIONS

TYPICAL EXTERNAL BACKDROP MANHOLE

MANHOLE WITH SILT TRAP AND HYDRO-BRAKE,
MAXIMUM OUTFLOW IN ACCORDANCE WITH SITE
DRAINAGE DESIGN

IMPERMEABLE
MEMBRANE

GEOCOMPOSITE VENT
IN DUCT

ATTENUATION DETAIL

VENT PIPE

VENT PIPE

TYPICAL INTERCEPTOR TRAP, 35OO LITRE
CAPACITY
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FLOOR PLAN

SECTION
600

600

1 NO. COURSE MIN.
2 NO. COURSE MAX
OF CLASS B ENGINEERING BRICKS

MINIMUM INTERNAL DIMENSIONS
600mm Ø OR 600mm x 600mm

215mm THICK 20N CONCRETE
BLOCKWORK TO IS EN 771-3

225mm PRECAST BASE OR
225mm IN-SITU C25/30 CONCRETE

215mm THICK 20N CONCRETE
BLOCKWORK TO IS EN 771-3

BENCHING

50mm CROSS FALL

SEALED MANHOLE COVER TO SUIT
IS EN 124 LOADING. MINIMUM 600 x
600mm CLEAR OPENING.

COVER TO BE SET AS PER
MANUFACTURERS SPECIFICATION.

PIPES BUILT INTO CHAMBER
WALL OR JOINT FORMED WITH
WATERTIGHT SEALS

215 215600

21
5

60
0

21
5

75mm GRADE C12/15 BLINDING CONCRETE

BLOCKWORK INSPECTION CHAMBER
(IRISH WATER REF. STD-WW-13)

BACKDROP MANHOLE TYPE 1
(IRISH WATER REF. STD-WW-12)
150 - 450mm Ø (INCL.) DROP GREATER THAN 1700mm
500mm - 900mm Ø (INCL.) DROP GREATER THAN 2300mm

HEAVY DUTY COVER AND FRAME
D400 (TO SUIT 150mm OPE)

COVER TO BE SET
AS PER
MANUFACTURERS
SPECIFICATION

150mm Ø PVC PIPE

150mm CONCRETE
SURROUND

Y-JUNCTION

45° BEND

150mm GRADE C25/30
CONCRETE SURROUND
90° BEND

225mm GRADE C25/30
CONCRETE SURROUND

CHAIN

STOPPER

150

TEE JUNCTION

150

BACKDROP MANHOLE TYPE 2
(IRISH WATER REF. STD-WW-12)
150 - 450mm Ø (INCL.) DROP GREATER THAN 900mm AND LESS THAN 1700mm
500mm - 900mm Ø (INCL.) DROP GREATER THAN 1300mm AND LESS THAN 2300mm

BACKDROP MANHOLE TYPE 3
(IRISH WATER REF. STD-WW-12)
150 - 450mm Ø (INCL.) DROP GREATER THAN 600mm AND LESS THAN 900mm
500mm - 900mm Ø (INCL.) DROP GREATER THAN 600mm AND LESS THAN 1300mm

TYPICAL PRECAST ROAD GULLEY DETAIL
SCALE 1:20

TYPICAL ACCESS JUNCTION DETAIL
SCALE 1:20

NOTE:

ALL WORKS TO BE TO IRISH WATER
SPECIFICATION AND STANDARD DETAILS
AND AGREED IN ADVANCE OF WORKS

CHAIN

STOPPER

HEAVY DUTY COVER AND FRAME
D400 (TO SUIT 150mm OPE)

COVER TO BE SET
AS PER
MANUFACTURERS
SPECIFICATION

150mm Ø PVC PIPE

150mm CONCRETE
SURROUND

150mm GRADE C25/30
CONCRETE SURROUND
90° BEND

225mm GRADE C25/30
CONCRETE SURROUND

CHAIN

STOPPER

150mm GRADE C25/30
CONCRETE SURROUND
45° BEND

225mm GRADE C25/30
CONCRETE SURROUND

Y-JUNCTION

ATTENUATION DETAIL
SCALE 1:20

OUTFLOW MANHOLE DETAIL
SCALE 1:20HYDROCARBON INTERCEPTOR DETAIL

SCALE 1:20 PART 8 PLANNING

ISSUED FOR PART 8 PLANNING APPLIC.



25
0

POLYETHYLENE
(P.E.) PIPE

POLYETHYLENE
(P.E.) PIPE

NOTE:

ALL WORKS TO BE TO IRISH WATER
SPECIFICATION AND STANDARD DETAILS
AND AGREED IN ADVANCE OF WORKS

TYPICAL THRUST BLOCK DETAILS
(IRISH WATER REF. STD-W-28)

90° BEND 45° BEND TEE JUNCTION SECTIONAL ELEVATION FOR
BEND OR TEE

COVER TO BE SET AS PER
MANUFACTURERS SPECIFICATION

CLASS B ENGINEERING BRICK
SET IN C50/60 MORTAR

CONCRETE ROOF SLAB
C30/37 REINFORCED SLAB

CONCRETE THRUST BLOCK
TO DUCKFOOT BEND

215mm THICK 20N BLOCKWORK
TO IS EN 771-3

C25/30 CONCRETE BASE

OPE TO BE SEALED
USING A SUITABLE MATERIAL

15
0

10
0

445

35
0.

 M
A

X

SECTION

PLAN

OFF-LINE FIRE HYDRANT DETAIL
(IRISH WATER REF. STD-W-19)

215mm THICK 20N BLOCKWORK
TO IS EN 771-3

FIRE HYDRANT

50
21

5
60

0
21

5
50 600 215215

COVER TO BE SET AS PER
MANUFACTURERS SPECIFICATION

CLASS B ENGINEERING BRICK
SET IN C50/60 MORTAR

CONCRETE ROOF SLAB
C30/37 REINFORCED SLAB

215mm THICK 20N BLOCKWORK
TO IS EN 771-3

EXTENSION SPINDLE

C25/30 CONCRETE BASE

FUSION WELD

STUB FLANGE WITH BACKING RING

DISMANTLING JOINT

CONCRETE SUPPORT

SECTION

FUSION WELD

STUB FLANGE WITH BACKING RING

FLANGED SLUICE VALVE

15
0

15
0

10
0 15

0 
M

IN
.

445

30
0 

M
A

X
.

215mm THICK 20N BLOCKWORK
TO IS EN 771-3

PLAN

BLOCKWORK SLUICE VALVE CHAMBER DETAIL
(IRISH WATER REF. STD-W-15)

50
21

5
60

0
21

5
50 600 215215

COVER TO BE SET AS PER
MANUFACTURERS SPECIFICATION

CLASS B ENGINEERING BRICK
SET IN C50/60 MORTAR 215mm THICK 20N BLOCKWORK

TO IS EN 771-3

DOUBLE AIR VALVE

ISOLATING VALVE

D.I. RISER TO SUIT DEPTH OF COVER TO
MAIN & ENABLE ROTATION OF HANDLE (90°
DOWNWARDS) WITH ENOUGH CLEARANCE
TO CONCRETE FLOOR SLAB C25/30 CONCRETE BASE

FUSION WELD FUSION WELD

POLYETHYLENE TEE WITH FLANGED
BRANCH OR ELECTRO FUSION SADDLESECTION

215mm THICK 20N BLOCKWORK
TO IS EN 771-3

DOUBLE AIR VALVE

50
21

5
60

0
21

5
50 600 215215

PLAN

ON-LINE AIR VALVE DETAIL
(IRISH WATER REF. STD-W-22)

15
0

M
IN

.

10
0

25
0

M
A

X
.

OFF-LINE AIR VALVE DETAIL
(IRISH WATER REF. STD-W-23)

COVER TO BE SET AS PER
MANUFACTURERS SPECIFICATION

CLASS B ENGINEERING BRICK
SET IN C50/60 MORTAR

215mm THICK 20N BLOCKWORK
TO IS EN 771-3

CONCRETE THRUST BLOCK
TO DUCKFOOT BEND

C25/30 CONCRETE BASE

OPE TO BE SEALED
USING A SUITABLE MATERIAL

DOUBLE AIR VALVE

ISOLATING VALVE

10
0

25
0

M
A

X
.

215mm THICK 20N BLOCKWORK
TO IS EN 771-3

50
21

5
60

0
21

5
50 600 215215

SECTION

PLAN
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MINIMUM TRENCH WIDTH - 'B'

PIPE DIAMETER - 'A'

CROSS SECTION IN ROADS

'C
'

30
0

REFER TO NOTE 5 FOR
PIPE BEDDING DETAILS

REFER TO NOTE 9 FOR
MARKER TAPE DETAILS

REFER TO NOTE 3 FOR
BACKFILL DETAILS
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MINIMUM TRENCH WIDTH - 'B'

PIPE DIAMETER - 'A'

'C
'
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REFER TO NOTE 5 FOR
PIPE BEDDING DETAILS

REFER TO NOTE 9 FOR
MARKER TAPE DETAILS

REFER TO NOTE 3 FOR
BACKFILL DETAILS

CROSS SECTION IN GRASSED AREAS

DEPTH OF REINSTATED TOPSOIL
TO MATCH EXISTING

NOTES:
(AS PER IRISH WATER. SEE STD-WW-07)

1. ALL DIMENSIONS ARE IN MILIMETRES UNLESS NOTED OTHERWISE.

2. THE MINIMUM DEPTH OF COVER FROM THE FINISHED SURFACE TO THE CROWN OF
GRAVITY PIPES WITHOUT PROTECTION SHOULD BE AS FOLLOWS:

A) GARDENS AND PATHWAYS WITHOUT ANY POSSIBILITY OF VEHICULAR ACCESS -
DEPTH NOT LESS THAN 0.5m. (THIS WOULD NORMALLY RELATE TO DRAINS IN
PRIVATE PROPERTY, SHALLOW PIPES OF THIS NATURE ARE UNDESIRABLE AND
SHOULD BE INSTALLED IN ACCORDANCE WITH THE CURRENT BUILDING
REGULATIONS)

B) DRIVEWAYS, PARKING AREAS AND YARDS WITH HEIGHT RESTRICTIONS TO
PREVENT ENTRY BY VEHICLES WITH A GROSS VEHICLE WEIGHT IN EXCESS OF
7.5 TONNES - DEPTH NOT LESS THAN 0.75m.

C) DRIVEWAYS, PARKING AREAS AND NARROW STREETS WITHOUT FOOTWAYS (EG.
MEWS DEVELOPMENTS) WITH LIMITED ACCESS FOR VEHICLES WITH A GROSS
VEHICLE WEIGHT IN EXCESS OF 7.5 TONNES - DEPTH NOT LESS THAN 0.9m.

D) DEPTH OF SEWERS IN GATED ESTATES SHALL BE SIMILAR TO THAT OUTLINED
ABOVE.

E) AGRICULTURAL LAND AND PUBLIC OPEN SPACE - DEPTH NOT LESS THAN 0.9m
F) OTHER HIGHWAYS AND PARKING AREAS WITH UNRESTRICTED ACCESS TO

VEHICLES WITH A GROSS VEHICLE WEIGHT IN EXCESS OF 7.5 TONNES - DEPTH
NOT LESS THAN 1.2m.

3. CLAUSE 808 MATERIAL IN ACCORDANCE WITH THE NATIONAL ROADS AUTHORITY
SPECIFICATION FOR ROAD WORKS IS TO BE USED AS BACKFILL MATERIAL WHERE THE
SEWER MAIN IN IS LOCATED ROADS, FOOTPATHS OR WHEN THE NEAREST PART OF
THE TRENCH IS WITHIN 1m OF THE PAVED EDGE OF THE ROADWAY. CLAUSE 808 IS TO
BE COMPACTED AS PER CLAUSE 802 OF THE NATIONAL ROADS AUTHORITY
SPECIFICATION FOR ROAD WORKS,

4. SELECTED EXCAVATED MATERIAL MAY BE USED IN GREEN-FIELD AREAS ABOVE
GRANULAR PIPE SURROUND MATERIAL SUBJECT TO APPROVAL BY IRISH WATER.

5. PIPE BEDDING SHALL COMPLY WITH WIS 4-08-02 AND IGN 4-08-01. GRANULAR
MATERIAL SHALL BE 14mm TO TO 5mm GRADED AGGREGATE OR 10mm SINGLE SIZED
AGGREGATE TO IS EN 13242. CONCRETE BED, HAUNCH AND SURROUND, WHERE
REQUIRED, SHALL BE TO STD-WW-08.

6. IN SOFT GROUND CONDITIONS (CBR <5) THE MATERIAL SHOULD BE EXCAVATED AND
DISPOSED OF IN ACCORDANCE WITH THE WASTE MANAGEMENT ACT AND CLAUSE 808
IN MATERIAL IN ACCORDANCE WITH THE NATIONAL ROADS AUTHORITY SPECIFICATION
FOR ROAD WORKS SHALL REPLACE THE EXCAVATED MATERIAL, WRAPPED IN
GEO-TEXTILE WRAPPING, ALTERNATIVELY, SPECIAL PIPE SUPPORT ARRANGEMENTS,
INCLUDING PILING ETC. MAY BE REQUIRED WHERE THE DEPTH OF SOFT MATERIAL IS
EXCESSIVE. SUCH ARRANGEMENTS SHALL BE SUBJECT TO ASSESSMENT BY IRISH
WATER BEFORE ADVANCING WITH THE WORK.

7. IN GREEN FIELD AREAS, TYPE B BACKFILL ( SELECTED EXCAVATED MATERIAL) WILL
BE ALLOWED ABOVE THE SIDE HAUNCH GRANULAR MATERIAL IN THE CASE OF RIGID
PIPES. A GRANULAR SURROUND OF A MINIMUM DEPTH 150mm ABOVE THE CROWN OF
THE PIPE IS REQUIRED FOR FLEXIBLE PIPES, AND TYPE B MATERIAL MAY BE USED AS
BACKFILL ABOVE THIS. ALL RISING MAINS IN GREENFIELD AREAS SHALL HAVE A
MINIMUM COVER OF 300mm OF GRANULAR MATERIAL ABOVE THE EXTERNAL CROWN
OF THE PIPE.

8. PIPES SHALL NOT BE SUPPORTED ON STONES, ROCKS OR ANY HARD OBJECTS AT
ANY POINT ALONG THE TRENCH. ROCK SHALL BE EXCAVATED TO A DEPTH 150mm
BELOW THE ACTUAL DEPTH OF THE TRENCH WITH THE VOID FILLED WITH CLAUSE 808
MATERIAL IN ACCORDANCE WITH THE NATIONAL ROADS AUTHORITY SPECIFICATION
FOR ROAD WORKS. THE GRANULAR MATERIAL SHALL BE LAID ABOVE THIS VOID
BACKFILL MATERIAL

9. NON DEGRADABLE MARKER TAPE SHOULD BE INSTALLED AT TOP OF PIPE BEDDING
LAYER. IN THE CASE OF NON METAL PIPE MATERIAL, THE MARKER TAPE SHOULD
INCORPORATE A TRACE WIRE WHICH IS LINKED TO FITTINGS AND TERMINATED AT THE
WASTE WATER PUMPING STATION AND THE DISCHARGE MANHOLE.

10. TRENCH WIDTHS FOR PIPE SIZES <80mm MAY BE <500mm, SUBJECT TO
CONSIDERATION BEING GIVEN TO THE TRENCH DEPTH, HEALTH & SAFETY AND
CONSTRUCTION ACCESS REQUIREMENTS.

PIPE DIAMETER 'A' (mm)TRENCH WIDTH 'B' (mm)

<80 RISING MAIN SEE NOTE 10

100 500

150 600

200 600

250 750

300 750

350 750

400 900

450 900

PIPE DIAMETER 'A' (mm) DEPTH OF BEDDING 'C'
(mm)

<100 100

150 - 450 200

NOTE:

ALL WORKS TO COMPLY WITH IRISH WATER
CODE OF PRACTICE AND STANDARD DETAILS
AGREED IN ADVANCE OF WORKS
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REFER TO NOTE 5 FOR
PIPE BEDDING DETAILS

REFER TO NOTE 9 FOR
MARKER TAPE DETAILS

REFER TO NOTE 3 FOR
BACKFILL DETAILS

CROSS SECTION IN GRASSED AREAS

DEPTH OF REINSTATED TOPSOIL
TO MATCH EXISTING

NOTES:
(AS PER IRISH WATER. SEE STD-W-13)

1. ALL DIMENSIONS ARE IN MILIMETRES UNLESS NOTED OTHERWISE.

2. THE MINIMUM DEPTH OF COVER FROM THE FINISHED GROUND LEVEL TO THE
EXTERNAL CROWN OF THE PIPE SHALL BE 750mm FOR SERVICE CONNECTIONS,
900mm FOR WATER MAINS, GREATER DEPTHS OF COVER AND/OR PIPE STRENGTH
AND/OR A HIGHER CLASS OF BEDDING MATERIAL MAY BE REQUIRED WHERE HIGH
TRAFFIC LOADING IS ANTICIPATED. THE MAXIMUM COVER SHOULD NOT EXCEED 1.2m
WHERE PRACTICABLE.

3. CLAUSE 808 MATERIAL IN ACCORDANCE WITH THE NATIONAL ROADS AUTHORITY
SPECIFICATION FOR ROAD WORKS IS TO BE USED AS BACKFILL MATERIAL WHERE THE
SEWER MAIN IN IS LOCATED ROADS, FOOTPATHS OR WHEN THE NEAREST PART OF
THE TRENCH IS WITHIN 1m OF THE PAVED EDGE OF THE ROADWAY. CLAUSE 808 IS TO
BE COMPACTED AS PER CLAUSE 802 OF THE NATIONAL ROADS AUTHORITY
SPECIFICATION FOR ROAD WORKS,

4. SELECTED EXCAVATED MATERIAL MAY BE USED IN GREEN-FIELD AREAS ABOVE
GRANULAR PIPE SURROUND MATERIAL SUBJECT TO APPROVAL BY IRISH WATER.

5. PIPE BEDDING SHALL COMPLY WITH WIS 4-08-02 AND IGN 4-08-01. GRANULAR
MATERIAL SHALL BE 14mm TO TO 5mm GRADED AGGREGATE OR 10mm SINGLE SIZED
AGGREGATE TO IS EN 13242.

6. IN SOFT GROUND CONDITIONS (CBR <5) THE MATERIAL SHOULD BE EXCAVATED AND
DISPOSED OF IN ACCORDANCE WITH THE WASTE MANAGEMENT ACT AND CLAUSE 808
IN MATERIAL IN ACCORDANCE WITH THE NATIONAL ROADS AUTHORITY SPECIFICATION
FOR ROAD WORKS SHALL REPLACE THE EXCAVATED MATERIAL, WRAPPED IN
GEO-TEXTILE WRAPPING, ALTERNATIVELY, SPECIAL PIPE SUPPORT ARRANGEMENTS,
INCLUDING PILING ETC. MAY BE REQUIRED WHERE THE DEPTH OF SOFT MATERIAL IS
EXCESSIVE. SUCH ARRANGEMENTS SHALL BE SUBJECT TO ASSESSMENT BY IRISH
WATER BEFORE ADVANCING WITH THE WORK.

7. PIPES SHALL NOT BE SUPPORTED ON STONES, ROCKS OR ANY HARD OBJECTS AT
ANY POINT ALONG THE TRENCH. ROCK SHALL BE EXCAVATED TO A DEPTH 150mm
BELOW THE ACTUAL DEPTH OF THE TRENCH WITH THE VOID FILLED WITH CLAUSE 808
MATERIAL IN ACCORDANCE WITH THE NATIONAL ROADS AUTHORITY SPECIFICATION
FOR ROAD WORKS. THE GRANULAR MATERIAL SHALL BE LAID ABOVE THIS VOID
BACKFILL MATERIAL

8. SHOULD MINIMUM COVER NOT BE ACHIEVABLE, CONCRETE GRADE C8/10  SHALL BE
USED AS BACKFILL MATERIAL.

9. MARKER TAPE SHOULD BE 400mm WIDE BLUE POLYETHYLENE MATERIAL IN
ACCORDANCE WITH EN12163,PLASTIC PIPES SHALL HAVE WARNING TAPE
INCORPORATED A REINFORCED BAND BRACING WIRE.SERVICE PIPES SHALL HAVE
200mm WIDE MESH TAPE.MARKER TAPE TO BE LAID AT TOP OF PIPE BEDDING LAYER.

10. TRENCH WIDTHS FOR PIPE SIZES <80mm MAY BE <500mm, SUBJECT TO
CONSIDERATION BEING GIVEN TO THE TRENCH DEPTH, HEALTH & SAFETY AND
CONSTRUCTION ACCESS REQUIREMENTS.

PIPE DIAMETER 'A' (mm)TRENCH WIDTH 'B' (mm)

<80 SEE NOTE 10

100 500

150 600

200 600

250 750

300 750

350 750

400 900

450 900

PIPE DIAMETER 'A' (mm) DEPTH OF BEDDING 'C'
(mm)

<200 150

>250 200

NOTE:

ALL WORKS TO COMPLY WITH IRISH WATER
CODE OF PRACTICE AND STANDARD DETAILS
AGREED IN ADVANCE OF WORKS

ISSUED FOR PART 8 PLANNING APPLIC.



450 mm  COVER  TO  TELEPHONE,
ELECTRICITY  AND  PUBLIC
LIGHTING  DUCTS.

MINIMUM  500 mm  SEPARATION  BETWEEN
TELEPHONE  AND  ELECTRICITY.  DUCTS.  ALL
P.V.C.  ON 50 mm  SAND  BEDDING  AND  WITH
100 mm SURROUND.

 ROAD WAY
1:40-1:50 CAMBER 2000 mm   FOOTPATH GRASS VERGEPARKING

MINIMUM  COVER :
1200 mm  UNDER  ROADS.
900 mm  UNDER  GREEN  AREAS.
600 mm  UNDER  PRIVATE  GARDENS.

100mm  REINFORCED INSITU. CONCRETE ON
150mm  HARDCORE WITH JOINTS AT MAX 3.0m crs.

ROAD + PARKING BUILDUP

WEARING COURSE ; MIN 40mm OF 10mm NOMINAL SIZE DENSE BITUMEN MACADAM ( BS 4987 )
BASE COURSE ; MIN 60mm OF 20mm NOMINAL SIZE DENSE BASECOURSE BITUMEN MACADAM (BS 4987 )
ROAD BASE ; 225 mm  CRUSHED STONE OR GRAVEL  ( CLAUSE 811 D.O.E. SPEC.)
ROAD SUB-BASE ; 300mm HARDCORE

1 :  36  CROSSFALL
TOWARDS  CARRIAGEWAY

255 x 125mm PRECAST CONCRETE
CONCRETE KERB TO TII DETAILS

255 x 125mm PRECAST CONCRETE
CONCRETE KERB TO TII/NRA DETAILS

FOUL SEWER STORM DRAIN

WATERMAIN

General  Notes :
1. No part of this document may be re-produced or transmitted in any 
form or stored in any retrieval system without the written permission of the
Consulting Engineer, David Kelly Partnership, as copyright holder except as
agreed for use on the project for which the document was originally issued.
2. The contractor is responsible for checking all levels and dimensions on
site and shall refer all discrepancies to the Engineer.
3. Only drawings issued for CONSTRUCTION shall be used for
construction purposes.
4. Work to figured dimensions only. Do not scale print.
5. Check size of drawing sheet against dimension marks at bottom left
hand corner of sheet.
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